DCA

FABRICOAT SERIES 400 PORTABLE

FLOCK SPRAYING EQUIPMENT

Industrial Quality Electrostatic Flock Spray System

» Hand held applicator for flexibility of application.
» Capable of connection to tray or booth for bulk operation.

Fully adjustable output voltage to 60kV, enables process
optimisation to suit various flock lengths and materials.

» Maximum supply current 400pA.

» A variety of applicator pots and meshes are available.
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DCA

FABRICOAT SERIES 400 PORTABLE

FLOCK SPRAYING EQUIPMENT

EQUIPMENT SPECIFICATION

GENERATOR Mains input voltage supply : 240vac/0.5A (UK)
50 Hz

110 vac /1A (USA/ CANADA)

60 Hz

FUSE RATING Control Panel : 2A 20mm (slow blow / anti surge type)
OUTPUT VOLTAGE : 60Kv d.c. (Max)
OUTPUT CURRENT (A) . 400 uA (Max)
OUTPUT VOLTAGE POLARITY . (-) Negative
REMOTE SWITCHING CONTROL . Via footswitch, Microswitch etc. 24 v dc supply
CABINET DIMENSIONS . 47cm(H) x 31cm(W) x 26ecm(D)
(All dimensions are approximate) © (18.5") x (127) x (107)
CABINET WEIGHT : 12.5Kg
CABINET MATERIAL . Powder Coated Mild Steel

EHT CABLE TYPE 820B
CABLE LENGTH : 4 m (standard) (Non-standard lengths also available)
CABLE RESISTANCE : 10m ohm +/- 10%
CABLE VOLTAGE RATING : 60Kv dc
CABLE TERMINATION — Generator : PVC Probe terminated with Brass Stud
APPLICATOR : PVC Probe terminated with M10 Threaded Socket
CABLE WEIGHT . 1 Kg (approximately)

FLOCK APPLICATOR
WEIGHT 0.5 Kg (approximately)
MESH TYPES : Fine or Coarse
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